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Cable Strap

Ratings

Features & Benefits

TPC’s Adjustable Cable Strap is a double-sided band made of “hook and 
loop” material. The 1.5-inch wide, non-abrasive strap will not cut into cable 
jackets or adversely affect cable performance. The industrial strength plastic 
buckle is lightweight yet stands up to tough use and allows for easy securing 
of the strap. Available in two lengths, 17 inches or 30 inches. 

Wire Bundling

Double Sided  
Loop Design      
Double sided design doubles 
strength and allows the strap 
to be used on a variety of 
bundle sizes. 

Non-Abrasive 1.5”  
Wide Strap  
Will not cut into cable jackets 
or adversely affect cable 
performance. 

Box-Stitched 
Construction       
Buckle is attached to strap 
with a strong box stitch to 
prevent twisting or breaking. 

Rugged Plastic Buckle   
Industrial strength plastic 
buckle is lightweight yet 
stands up to tough use. 
Allows easy securing of strap. 

Reusable    
Strap can be installed quickly 
or, when necessary, loosened 
and reinstalled with minimum 
downtime. 

Ordering Information For complete product ordering information, please scan the QR Code or contact your TPC sales representative

Part No. Width (in.) Total Length 
(in.)

Cable Bundle 
Maximum Nominal 

O.D. (in.)

Double Sided 
Loop Length (in.)

Single Sided 
Hook Length (in.)

12507 1.5 17 0.25 to 4.00 12 5

12530 1.5 30 0.25 to 8.00 25 5

Operating Temp Range -70°F to 200°F 

Reusable Fits Various Bundle Sizes Easy to Install Performance Characteristics


